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Designer: Alexander Lervik 

Glass shade with organic 

shapes

Pan brings to mind children’s books 

and nature: with its organic shapes, 

it reminds us of glassblowers and 

acorns. The glass shade in mouth-

blown opaque or clear glass can be 

fitted with either a classic light bulb 

or a diffusing light bulb globe to 

further enhance the shapes.

Choose from 200 different colours, 

or group several Pan in all the 

colours of the rainbow. Pan is 

available in 2 sizes with diameters 

of 10 and 30 centimetres. The 

characteristic cap has a textured 

coating that enhances the organic 

expression. 

Choose the colour according to 

your taste, and why not combine 

several different colours? The 

pan is fitted with a G9 or an E27 

base and is dimmable (only with 

dimmable LED bulb).

Pan Pendant
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Designer: Alexander Lervik 

Pan Pendant

PRODUCT SPECIFICATIONS		

Product category	 Pendant lighting

Field of application	 Indoors

Material	 Luminaire housing and ceiling cup in pressure-formed 		

	 aluminum, opal or clear mouth-blown glass,  

	 halogen-free cable in tightly woven textile sleeve.

Cable and wire length	 3000 mm

Light source	 1 x G9/MAX 20W, light source not included in luminaire 

	 1 x E27/MAX 40W, light source not included in luminaire

Dimmable	 Yes, dimmable via phase dimmer (transistor dimmer)

Dimensions	 Pan Pendant 10: Ø110 x H130 mm x B110 mm 

	 Pan Pendant 30: Ø300 x H350 mm x B300 mm

Weight	 0,85 Kg, 3,95 kg 

TECHNICAL SPECIFICATIONS	 10				   30

Voltage	 220-240V			   220-240V		

Frequency	 50/60Hz			   50/60Hz

IP class	 IP20			   IP20

Lamp socket	 G9			   E27

Protection class	 Class I			   Class I

Watt	 20W			   40W

Lumen	 300 lm			   806 lm

Light colour (Kelvin)	 2700K			   3000K

Light colour tolerance (SDCM)	 3 McAdam steps		  3 McAdam steps

Life span (L70)	 > 50000 hours		  > 50000 timmar

Color rendering  (CRI)	 >80			   > 95

Light distribution	 N/A			   N/A

General Stand. and Cert.	 CE-LVD / REACH / RoHS	 CE-LVD / REACH / RoHS
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Sizes: 10 or 30 cm in diameter
Lamp holder: 200 different colors

Glass shade: Clear or frosted 
Textile cable: 60 colors
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